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By Porter J. Perkfns, Stuart, McCulloqh, and Ralph D. Lewis 

An instrument f o r  recordhg and indicating the frequency and 
intensity of aircraft  icing  conditions has been develuped by  the MACA 
Lewis laboratory to obtafn s ta t i s t ica l   i c ing  data over wccrld-wide air  
routes  during  routine airline operations. An accumulation of data of 
this type i s  needed t o  provide pertinent  meteorological  information 
necessary for the optimum design of ice-protection systems. 

The operation of the instrument i s  based on the creation of a 
differential  pressure between an ice-free  total-pressure system and a 
total-pressure system in which small total-pressure  holes  vented t o  
s t a t i c  pressure are allowed t o  plug with ice  accretion. A t  a fixed 
value of ice  accretion, the differential  pressure operates an elec- 
trical heater that de-ices  the  total-pressure  holes. The resulting 
cyclic process varies with the intensity of the  icing and serves as a 
measure of the  icing rate. The simplicity of thig operating principle 
permits  automatic  operation upon encountering an icing  condition, and 
relative freedom from midntenance and operat- problems The cam- 
plete unit w e i g h s  only 18 pounds. Icing rate, airspeed, and altitude 
axe  recorded on photographic film providing 4 hours of continuous 
data. V i s u a l  indications of the icing  intensity  are made available 
t o  the p l lo t  by periodic  flashing of a light on the instrument  panel. 

"he indications of icing rate from the Fnstrument w e r e  c-brated 
against the rotating-disk type of icing-rate meter. Recorded values 
of icing rate and airspeed  provide a means of ob ta inbn  values of 
cloud liquid-water  content  based on the multicylinder method for  
measuring supercooled cloud quantities. 

A large accumulation of s t a t i s t i c a l  data concerning the proba- 
b i l i t i e s  of occurrence, extent, and severity of icing  conditions durhg 
routFne flight operations is essential for determining the optimum 
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design 
liquid 
mining 

of ice-protection aystems. A measure of the  concentration of 
water in a supercooled  cloud is of considerable value i n  deter- 
the  severity of aircraft  icing conditions. The maximum ra te  of 

ice  accretion on aircraft c q o n e n t s  is principally a function of the 
&mount of supercooled water i n  a cloud. F l igh t  m&as&eme~its of the 
liquid-water content of icing clouds can therefore be  used t o  deter- 
mine the  intensity of an icing encounter and thereby provide pertinent 
information for  the design of adequate ice-protection ayatems. 

I n  considering an instrument f o r  accumulating data on icing con- 
ditions encountered on regularly scheduled airlines or other f-t 
operations, emphasis  must be directed tarard lightness of w e i g h t  
together with rugged construction and simplicity of operation. The 
ins-nt havbg  these  features  reported  herein designed and 
constructed by the NACA Lewis laboratory f o r  the PtrrpOBe of obtaining 
stat is t ical   ic ing data over the  air  routes af-tbe w o r l d .  The instru- 
ment is  called a pressure-type  icing-rate meter. The rate  of icing 
measured by the instrument was calibrated i n  terms of liquid-water 
content of icing clouds. 

OPEBATING PRlXC!IPI;E 

The instrument operates on differential  pressure  created when  
small total-pressure.  holes plug wtth ice  accretions, as i l lustrated In 
the  sketch of figure 1. The -11 total-pressure holes in  the  ice- 
collecting element, w h i c h  are vented t o  s t a t i c  pressure through a 
small orifice,  are balanced  against a nonvented, ice-free t o t a l  
pressure i n  a differential pressure switch. When these small total -  
pressure  holes plug f r q n  ice  accretion, .~he-.presstir;e-in-.the corre- 
sponding side of the  pressure switch approaches s t a t i c  by bleeding 
through the s ta t ic   or i f ice  and a differential  pressure is  created 
between the  iced and ice-free systems. Continuous operation is 
obtained by allowing the  Wferential-pressure  switch t o  energize 
an electric  heater that de-ices the ice-plugged total-pressure 
holes. The pressures i n  the two systems then tend t o  equalize, opening 
the  pressure  switch and allowing the cycle t o  be repeated. The heat- 
off time of this  cyclic process i s  used as a measuxe of the  period of 
time required t o  plug  the holes. T h i s  period i s  a function of the ra te  
at which ice accumulates on the element containing the  holes because 
the amount of ice  accretion  required for plugging is a constant value. 
The duration of the heat-off  period is calibrated  again6t.a measured 
icing  rate in order t o  obtain a measure of icing  rate f r a n  the heat- 
off period. The rate of icing thus measured is  a function of cloud 
liquid-water  content and a i r  velocity. In order t o  obtain cloud 
liquid-water  content, the air   velocity is measured simultaneously  with 
the heat-off o r  icing period. 
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An NACA flight-type film recorder is used t o  record  continuously 
the  duration of the  heat-off or icing  period,  the heat-on o r  de-icing 
period, the  indicated  airspeed, and the  altitude. The recorder i s  
semiautomatic i n  that the   in i t ia l  plugging starts the  recorder, which 
operates  continuously until  turned  off manually after an icing encoun- 
ter. The recorder may be supplemented with a remote panel equipped 
with indicating lights that be  installed i n  the p i l o t s '   c m p z b e n t  
f o r  visual indications of the icing  intenstby and the operation of the 
recorder  during flight. A n  icing encounter is  indicated by periodic 
flashing of a light pasallel  with the heating  circuit; thus, the time 

Another Ught on this panel  indicates  the  operation of the recorder, 
and a third light indicates when the recording film is exhausted. 

P 
Lu 

a, 
4 between flashes can be used as an indication of the  icing  intensity. 

Construction. - The' instrument is composed of three sepezate units: 
(1) the  ice-collecting unit, (2)  the  film-recorder unit, and (3) the 
remote indicating panel. A photograph of these three usits, which  have 
a c d i n e d  w e i g h t  of approximately 18 pounds, is shown i n  figure 2. 

The ice-collecting  unit (close-ng i n  fig. 3) is  a "U"-shape tubular 
construction w i t h  10 small total-pressme holes (0.014-in. diam.) 
drilled in  the  side of a small phosphor-bronze tube (0.100-in. diam.) 
attached a t  the bottom of the "U". The multiple mmiber of holes i s  
considered necess- t o  prevent e r ra t ic  plugging from large  droplets o r  
foreign material. The larger tubes of nickel  alloy a t  the sides of the 
"U" support this small tube about 6 inches f r o m  a brass plate  tht 
fastens t o  the skin of the aircraft. Figure 3 shaps this unit mounted 
on the le f t   s ide  of the fuselage ahead of the propeller  plane of a 
twin-engine research aircraft. The "U"-shape unit fs mounted nonnal t o  
the air stream with the total-pressure  holes in the small tme on the 
upstream side. 

A 400-cyd.e, step-down transformer is mounted on the inboard side 
of the  base  plate of the ice-collecting unit and is protected by a 
metal  cover. The transformer provides a large electric  current 
(70 amperes) f o r  de-icing  the  coqplete tube. The current i s  conducted 
directly through the metal tubing exposed t o  the airstream. The tubing 
materials  selected are of such electrical   resistance that the aupgort 
tubes w i l l  de-ice before the small tube  containing  the  total-pressure 
holes. 

The film-recorder unit operates on 28 volts d.c. and contains the 
film-recording mechanism, airspeed and altitude  cells,  pressure switch, 
and electr ical  comgonents for  the complete operation of the instrument. 
The film-drive motor is governor-controlled t o  provide a constant film 



4 NACA RM E5U16 

speed  of.  about 1 inch  per  minute.  The  film drums containing 20 feet of 
%-inch-wide  roll  film  are  easily  replaceable asd are prodded W L t h  an 
electrical  switch  that  automatically  operates  the  indicating Ught when 
the  film  supply is exhausted.  The  airspeed and altitude  cells  consist 
of metal  bellows  each  separately  enclosed  in  eealed  capsules. D i f f e r -  
ential  pressures  from  the  airspeed  and  altitude  pressure  taps  actuate 
the  bellows.  The  movement of the  bellows  is  magnified by a light  beam 
and mirror  system,  which  records  these  deflections on the  film.  The 
deflections  are  calibrated Fn terms of dynamic pressure and pressure 
altitude for the  airspeed  and  altitude  cells,  respectively.  The  pres- 
sure  switch  is a metal  diaphragm  type  that  can  be adJusted to operate 
at  various  differential  pressures. An electrically  operated ma;rlrer 
solenoid, W c h  is  energized when the  pressure  switch  closes,  records 
the  icing  and  de-icing  periods on the film. 

7 

A complete w i r i n g  diagram for the  instrument  is  given  in  figure 4. 
The  lE-volt,  400-cycle  power  required for de-icing  the  ice-collecting 
unit  and  the  28-volt  doc.  power  required  to  operate  the  film-recarder 
unit enter  at  the  side of the fih-recorder unit. Each power input  is 
fused  separately within the  recorder  unit.  The  400-cycle power to the 
ice-collecting  unit is conducted  through a 28-volt d.c. relay  con- 
trolled by the  pressure  switch. This same relay  closes a second 
28-volt  d.c.  relay  that  energizes  the  film  recording  mechanism. 

The  pressure  connections  to  the Lndmment are  shown in the &La- 
gram of figure 5. The  total  pressure  from  both  the  ice-collecting  unit 
and  the  ice-free system (conventional  total-pressure  system of air- 
craf%) are  connected to the  Wferential-pressure  switch in the  film- 
recorder  unit.  The  total  pressure Prom the  ice-collecting  unit is 
vented  to  static  pressure  through an orffice (0.018-in. diam) con- 
nected  to  the  static  side of & pitot  static-pressure  tube or to a 
static-pressure  tap on the  side of the aircraft fuselage. The con- 
ventional  static-pressure  system of the  aircraft should not  be  used as 
a source  for  this  static  pressure  because of the  higher  pressures 
introduced  through  the  orifice. This static-pressure  tap  is  unnec- 
essary  in  unpressurized  aircraft  where  the  cabin  pressure  is  approxi- 
mately  equal to outside  static  pressure. The static  orifice  is located 
within a tube  fitting on the  pressure  switch.  The  conventional total- 
& static-pressure  systems of the  aircraft  are  connected  to  the air- 
speed  and  altitude  cells on the  recorder unit. 

Operation. - If both  the 115-volt 4OO-cycle, and the  28-volt d.c. 
power are  supplied  to  the  instrument,  operation will automatically start ;  
upon  entering an icing  cond$tion.  The small total-pressure holes, when 
plugged from the  initial  ice  accretion, will create a differential  pres- 
sure  across  the  pressure  switch.  The  switch w i l l  operate when the 
differential  pressure  reaches a fixed value and close  the  28-volt d.c. 

Y 
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circui t  t o  the first or "heater"  relay. Two sets  of contacts on this 
relay w i l l  close, one se t  operating  the  1L5-volt 400-cycle power to the 
ice-collecting unit, and the other se t  operating  the second or 
"recorder"  relay. The recarder  relay locks i t s e l f  in  and energizes  the 
28-volt d. C. film-recording mechanism. B o t h  the "heat" and "recorder" 
indicating lights on the remote panel will glow and the mark- solenoid 
i n  the film recorder will be  displaced. 

After the  heating  parer  has.cleared  the  total-pressure  holes,  the 
pressures in the  pressure  switch w i l l  tend to equalize, which causes the 
switch t o  open when the differential  pressure drops t o  a fixed value 
slightly lower than that required to close  the  switch. The "heater" 
relay w i l l  then open, turning off the heating power and causing the 
"heat" hdicat ing light to go out and a l l o w i n g  the -her solenoid to  
return to i ts  original  position. When the total-pressure  holes  me 
again plugged with ice,  the  cycle is repeated. After the  icing has 
ceased, the pueh-button on the remote panel or  on the  recorder must be 
depresses t o  open the "recorder" relay asd stop the  film-recording 
mechanism. 

This operating  principle  thus  provides  several  features  that  mke 
the  instrument  desirable f o r  use  during  routine  airline  operations. 
These features  include (I) simplicity of operation, (2) freedom from 
maintenance and operating problem, (3) automatic  operation upon 
encountering an icing condition, (4) v i s u a l  i n ~ c a t i o n s  of ic- 
intensity  available to the pilot, and (5) a total weight of 18 porn&. 

Rate of icing. - If it is assumed that the ice  collecting on the 
tube  with  the  total-pressure  holes builds IQ t o  the same thickness 
during each icing  cycle  regardless of the rate of ice  accretion,  the 
ra te  of icing  as measured by the instrument can be expressed by the 
relation 

where 

R icing  rate, (in./&) 
k constant ice thickness, ( in .  ) 

P icing  period o r  heat-off tFme required to accumulate ice   to  
thicknese k, (min) 



6 NACA RM E51El-6 

The icing  period  as  indicated by the instrument includes tple time 
reguired  for  the  ice-collecting element t o  cool t o  the icing  tenperatme 
and, therefore, an icing  rate determined  by the above relation would be 
smaller than the  true value. The low thermal-time constant of the 
element makes this a small and nearly  constant error that pernits a 
callbration agafnst a known icing  rate. 

The total-pressure  holes w e r e  made snrall in order to  obtain prac- 
t i ca l   i c ing  periods for the range-of  icing  rates usually encountered in 
flight. These short periods of icing  are not enough t o  a l l m  a suf'fi- 
cient  thickness of Ice accretion t o  be  conveniently  masured. Became 
of this limitation,  the Fns4xument cannot be used as a fundamental 
means of measuring icing  rate and, therefore, must depend on a calibra- 
tion  against a known icing  rate. A rota$ing-disk  type  icing-rate meter 
was used for this calibration, which was conducted i n  the NACA icing 
research tunnel. 

The rotating-disk  type lneter for measuring the  rate of icing, 
f i rs t  developed by the Massachusetts Insti tute of Technology (refer- 
ence l), consisted of a rotating disk edgewise to the air stream, a 
feeler t o  measure the  thickness of the  ice  collected on the edge of the 
U s k ,  and a scraper to remove the ice   af ter  i ts  thicknese has been 
measured. A photograph of the ~ t e r  and 8 close-up talcen during opera- 
tion  (figs.  6(a) and 6(b)) illustrate this aperating  principle. The 
m e t e r  can be  seen mouxbed on the side of the Fuselage of the research 
aircraf t  i n  figure 3. 

The pressure-type meter was calibrated  in  the  tunnel for ra te  of 
icing by varying the liquid-water  content and the  velocity of the a i r  
stream. Both meters w e r e  mounted so that the  ice-collecting elements 
were within 2 inches of each other t o  assure the same icing conditions 
for both instruments. The results of this calibration  (fig. 7) show 
that the icing  period  or  heat-off time vaxies between 0.21 to  0.07 min- 
ute (13 to 4 sec) for an icing-rate range of 0.055 t o  0.22 inch per 
minute (3 t o  13 in./br) . The varFatFan of slope of the calibration 
curve provides the greatest reading  accuracy a t  the low icing  rates, 
but  the accuracy  decreases 88 the  icing  rate becomes greater l;o a 
point where the  icing  period became8 almost insensitive to large cf;anges 
of icing  rate. The maximum limit of operation occurs at the  point where 
the heat must stay on contlsuously t o  keep the  total-pressure  holes ice- 
free. The reading error vaxies from f2 percent at the low ic ing  ra te   to  
f20 percent a t  the measurable high icing  rates. The reading accuracy of 
the  disk-type meter varies between d32.  percent at the low icing rate to 
f6 percent at the high icing  rate, thus prod- a t o t a l  maximum error  
i n  the calibration of aboutk14  percent a t  the low i c h g   r a t e s   t o  
h26 percent a t  the high icing rates. No effects of air   tempratme 011 
the  icing-rate  callbration w e r e  noted between 0' and 20' P. 
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Liquid-water  content. - The reciprocal of the  iclng  period was used 
in   the p l o t  shown in figure 8 t o  obtain a Unear re la t ion  t o  liquid- 
water  content, which was calculated from the values of air veloctty 
and icing  rate using the  results of previous studies of the  ice- 
collect-  characteristics of the ro ta t ing  disk. These Investigations 
were conducted  by the NACA during a series of icing  reseesch flights 
f r o m  the Lewis laboratory. It m s  found that the  disk-type  icing- 
ra te  meter collects between 50 and 70 percent of the liquid-water 
content as measured by the multicylinder  technique  (reference 2 ) .  The 
accuracy of this technique carznot be  campletelg evctluated because of 
the mown magnitude of e r r o r s  resulting frm blow-off, otherwise 
fai lure  of the cloud droplets  to adhere to the  cylinders, and the 
validity of the  theoretical analysis used t o  determine the droplet 
trajectories that intercept the  cylinaers. Values of liquid-water 
content  used in this plot were calculated from the  indications of 
icing  rate  fromthe  disk-type meter using a  60-percent  water- 
collection  relation based on the  multicylinder ~orqp8,rison. The plot 
of figure 8 is  f o r  an air velocity of 250 miles per hour. Values of 
Uqyid-water content may be gbtained f r o m  tbis graph at other air 
velocities by using the following relation: 

where 

IMC0 liquid-water  content ( grms/cu m) a t  250 miles per hour ( f'rcm 
I P P h )  

This callbration was verlfied at  180 miles per hour in flight 
icing  conditions  using  both the disk-type meter and the multicyIAnfLer 
meth'od installed on the research ecra9t shown in figure 3. 

e 

0 F " I X G  CHARACTERISTICS 

Deposition  efficiency. - The errors Fn the liquid-watez c0n.l;en-b 
i.nd_ications of the instrument, which resul t  from assuming no changes 
i n  the  rate of collection of ice on the E-11 tube  because of varia- 
t ions in droplet size, air velocity, and a i r  density, w e r e  investi- 
gated by calculating  the  collection  efficiency of the t ~ e  as a func- 
t ion of these  variables using the  theoretical  cloud-droplet  trajec- 
tories  as calcula.ted in reference 3. One reason for using a mall- 
diameter t m e  f o r  the  ice-collecting element was t o  obtain = high 

t 
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collection  efficiency and thereby  reduce the  possible errors  t o  a min- imum. The diameter of the total-pressure  holes  centered on the etag- 
nation line of the tube is emall enough t o  consider only the  droplet 
deposition a t  the stagnation  Une of the tube. The enlarged sketch of 
the tube given i n  figure 9(a) shars  the  relative  size of the t o t a l -  
pressure  holes to   the diameter 0f.the tube. The hole diesleter 
includes an angle of only Mo about the  .stagnation  line, which permite 
the use of the  droplet  deposition at stagaation  without  introducing any 
appreciable  error in the  calculations. The deposition  efficiency at the 
stagnation  point Bo, defined as the amount of i c e  collected at the 
stagnation  point  relative  to that which could  be intercepted i f  there 
were no &flection of the  droplets, m s  calculated  for a range of 
droplet diameters a t  various air   veloci t ies  and altitudes. It can be 
seen from these  calculations  as  plotted i n  figure 9(b) that for the 
rmge of droplet  sizes between 5 and 50 microns the  deposition effi- 
ciency is above 0.80 and for droplets above 10 microns in diameter 
the  deposition  efficiency is  above 0.93. A l r  velocity and altitude 
are shown t o  have only a slight effect on the  deposition  efficiency. 
From t h i s  aaalysis  a  deposition  efficiency of 0.95 was considered as 
an average  value f o r  the mst probable  ranges of droplet  size, air 
velocity, and density  that would be encountered in  flight. 

Icing of total-pressure  holes. - The plugging characteristics of 
the  total-pressure  holes from ice a'ccretions were  lnvestigated by 
recording the change in   different ia l  pressure, as a result  of plugging, 
wlth respect t o  time during the  operation of the instrument. It w8s 
f a d  from these  records that the  differential  pressure between the 
iced-and ice-free system is not  created suddenly but  instead has a 
variable  rate of change w h i l e  the  total-pressure  holes  are plugging 
with ice. This fac t  i s  i l lustrated by some typical  records  sham i n  
figure 10 where t h e   m e r e n t i a 1  pressure 4 i s  plotted  against time 
for  several  cycles of operation. AB the  total-pressure  holes  collect 
ice,  the  differential  pressure  increases gradually a t  first,  then m e  
rapidly,  as it approaches the full dynamic pressme of the &stream. 
The differential-pressure  sxitch was set, in this case, t o  go on b e f g e  
fill dynamic pressure was reached  md, therefore,  de-icing  prevented 
the dA$ferential pressure f'rm becaming the full aynamic pressure. It 
will be  noted that the  differential  pressure  rapidly decreases follow- 
ing  de-icing a t  the maximum value. 

A minimum differential  pressure OF 2 t o  4 inches of water exists 
i n  an ice-free  condition  becawe of air flow through the  s ta t ic   or i f ice  
created by the  static-pressure  tap. The swttch is set t o  go off at a 
differential  pressure about 3 t o  5 inches of water above th i s  lllFnimum 
value t o  assure a safe margin of operation and t o  allar as much heating 
t imeas  possible  for complete de-icing of the  elenent. 

b 
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The-differential-pessure records sham in figure 10 were taken 
a t  both  a high and low icing  rate t o  shm the  variation in the 
aifferential-pressure changes a t  each condition and the  resulting 
traces that are recorded on the  standard  data film. The length of the 
heat-off m e  can be  used as a direct measme of the  ictng rate 
provided the speed of the film travel  is known. The heat-on or de- 
icing  period does not change appreciably  with  icing  rate  but is 
affected more by air temperature and velocity. 

E Research f l ights  were conducted in snow and ra in   to  check the 
4 operation of the  instrument in atmospheric  conditions other than 

supercooled csouds. The fnstrUment was not  a9fected  by  these con&- 
tions, which indicates that the -1 total-pressure holes respond 
only  t o  ice  accretions. 

Static-pressure  bleed. - The static-pressure bleed was investi- 
gated to determine whether its characteristics  influenced the indica- 
t ions of icing rate. The volume of aJr i n  the ice-collecting  side of 
the  total-pressure system must be  exhausted in  less time than that  
repufred for the holes t o  plug  with ice  to prevent any effects fram 
the static-pressure  bleed. The t h e  required t o  bleed the & fram 
this system is a  Function of the pressure  dif'ference across the ori- 
fice, which is  a function of the air velocity and. altitude. The bleed 
t h e  was de-& by measuring the ti?&= interval requfred t o  bleed 
the system from total pressure t o  the pressure a t  whfch the pressure 
switch  turns on, this interval  being sFmultaneous with  the  icing 
period. The results of these measurements f o r  various air velocities 
and altitudes  are  plotted in figure 11. It can be  seen that the  bleed 
time  decreases  with  increasing  velocity and increases  with  increasing 
altitude,  but w i t &  the operating  ranges  the  bleed time is less than 
the  icing period f o r  the  bighest  icing rate calibrated far the instru- 
ment. It can therefore be  concluded that the  bleed-orifice  character- 
i s t ics  have l i t t l e  or no effect on icing-rate  indications and also that 
the indications  8se independent of altitude. 

After the development and calibration of the instsUment, +?range- 
ments were  made t o  install several of these units on commercial air- 
lFners. Pa& of a typical data fi lm obtained  frcm an icing  condition 
encountered during a rmtine  -line flight i s  shown in figure 12. 
Airspeed, altitude,  icing rate, and duration of the icing  condition 
can be 'obtained from this record. W i t h  notations by the  pilot  of 
time, data, tempratme, and geographic  location, this record  gives 
sufficient Information for a complete meteorological analysis of the 
partic-  icing  encounter. Values of liquid-water  content can be 
obtained from the  icing  rate and airspeed records us- the  calibration 
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previously  described. Each film r o l l  usually contains several e n c m -  
ters i n  sequence, which must be  correlated with the  pilot 's  log. 

An instrument for recording and indicating  the frequency and 
intensity of aircraft  icing  conditions has been developed by the W A  
Lewis laboratory  for  obtaining  statistical  icing data over world-wide 
a i r  routes t r a m  routine  airline  operations. The instrument operates on 
differential  pressure  created when small total-pressure holes in a 
static-pressure vented system, which I s  balanced against an ice-free 
total-pressure system, axe alluwed t o  plug with ice  accretions. 

The features that make the Fnstrument desirable for use during 
routine  airline  operations are: (1) simplicity of operation, 
(2) freedom from maintenance and operating problems, (3) automatic 
operation upon encountering an icing condition, (4) v isua l  indications 
of icing  intensity  avaiuble  to  the  pilot ,  (5) total weight of 
18 pounds,  and (6) continuous  recorded data. Recorded values of icing 
ra te  and airspeed provlde a means of calculating cloud ligluid-wter 
content  based on the lmzlticylinder method for measuring supercooled 
cloud quantities. 

Lewis Flight Propulsion  Laboratory, 

Cleveland, Ohio. 
National A a v i s a r y  Canrmittee for  Aeronautics, 

1. Vonnegut, B., Cunningham, R. Id., and Icatz, R. E. : Report on Instam- 
ments for Measuring Atmospheric Factors  Related to Ice Formation 
on AirpLanes. Tech.  Rep. 5519, A i r  Materiel Caunnand (Wrigh-t 
Field), Aug. 13, 1946. 

2. Anon.: The Multicylinder Nethod. The  Mount  WashFngton  Monthly 
Res. Bull., vol. 11, no. 8, June 1946. 

3. Lan-ir, Irving, and Blodgett,  Katherine B. : A Mathematical 
Investigation of Water Droplet Trajectories. Tech.  Rep. No. 
5418, A i r  Materiel Command, AAF. Feb-. 19, 1946. (Contract No. 
W-33-038-ac-915lwith Gen. Elec. Co.) 
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Ice-collecting 
unit 

pigure  4. - W i r i n g  for FlAca pressure-type ichg-rate meter. 
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(a) Over-all view d rotating-disk type iclng-rate meter. 





NACA RM E51E16 

ICIW rate, in./mtn 

Figure 7. - Calibration of pressure-type icing-rate meter againet rotating-disk 
type icing-rate m e t e r  In NACA I c i n g  research turmel. 
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Figure 0. - Qraph for obtaining cloud liquid-vater content from indicstlons af pressure-tqpe 
icing-rate meter st 250 miles per hoar. Values of Iiquibwatar content based on calibration 
of disk-type  icing-rate meter against  multicylinder method. 
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(b) Deposition  efficiency  at stagnation point. 

Figure 9. - Deposition  efficiency of pressure-type  icing-rate  meter. 
Sketch shows considerations for calculating  deposition only at 
stagnation  point. 
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(b) H i g h  icing rate. 

Figure 10. - Typical  records of affferential pressure for several 
cycles of operation of pressure-type icing-rate meter showing 
relation to icing-rate indications as recorded m data film. 
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A i r  velocity, mph 

Figure ll. - T i e  interval required to eqproach static  pressure through bleed 
orifice during icing period of pressure-type  icing-rate meter. 
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Film analyals: Maximum liquld-water  content - 1.3 gram per oublc meter 
Average liqui&water  contant - 0.67grams per cubio meter 
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